
Electrical 
panels
• Low voltage panels
• Distribution panels
• Panels for electric vehicle charging stations
• Insulation monitoring panels



Three-Phase Photovoltaic Panel Board 
– 400V with 2 Strings

Technical data

Rated voltage Un 400 V

Rated frequency fn 50 Hz

Rated Current – Main Circuit Breaker 25 A

Degree of Protection IP55

Applicable Standard EN 61439



PhotoVoltaic monitoring and protection 
panel-250A

Technical data

Rated voltage Un 400 V

Rated frequency fn 50 Hz

Rated Insulation Voltage Ui 500V

Rated Impulse Withstand Voltage Uimp 4 kV

Rated Current – Main Circuit Breaker 250A

Conditional Short-Circuit Current Icc 10 kA

Rated Short-Time Withstand Current Icw 3.0 kA × 1 sec
Degree of protection IP66

Standard compliance EN 61439



Distribution Panel for Commercial 
Building

Technical data

Rated voltage Un 3x400V + N + PE
Rated frequency fn 50 Hz

Rated Current – Main Circuit Breaker 200 A

Degree of Protection IP55

Applicable Standard EN 61439



Power Distribution, Metering and 
Monitoring Panel - 552kVA

Technical data

Rated voltage Un 3x400V + N + PE

Rated frequency fn 50 Hz

Rated Current – Main Circuit Breaker 810 A

Rated Current – Busbar 810 A

Conditional Short-Circuit Current Icc <20 kA

Rated Short-Time Withstand Current Icw <20 kA

Degree of Protection IP54

Applicable Standard EN 61439



Distribution, Metering and Monitoring 
panel with Schneider PLC, 1250A

Technical data

Rated voltage Un 3x400V + N + PE

Rated frequency fn 50hz

Rated insulation voltage Ui 500V

Rated impulse withstand voltage Uimp 6kV

Rated current of main circuit breaker 1250A

Rated continuous current of main busbars 1250A

Conditional short-circuit current Icc <16kA

Short-time withstand current Icw <16kA

Degree of protection IP54

Standard compliance EN 61439



Distribution and PLC Control Panel with 
16 Outgoing Circuits – 1500 kW

Technical data

Rated voltage Un 3x400V + N + PE

Rated frequency fn 50 hz

Rated Current – Main Circuit Breaker 2500 A

Rated Current – Busbar 2500 A

Conditional Short-Circuit Current Icc <50 kA

Rated Short-Time Withstand Current Icw <50 kA

Degree of Protection IP54

Applicable Standard EN 61439



Indoor Network Distribution Panel 
(TDRI) for Transformer Substation

Technical data

Rated voltage Un 3x400V + N + PE
Rated frequency fn 50 Hz

Rated Current – Main Circuit Breaker 1250 A

Degree of Protection IP54

Applicable Standard EN 61439



Anti-Islanding Protection Panel – 40 kW

Technical data

Rated voltage Un 3x400V + N + PE

Rated frequency fn 50 Hz

Rated Current – Main Circuit Breaker 100 A

Degree of Protection IP66

Applicable Standard EN 61439



Anti-Islanding Protection Panel – 1.1 MW

Technical data

Rated voltage Un 3x400V + N + PE

Rated frequency fn 50 Hz

Rated Current – Main Circuit Breaker 2000 A

Degree of Protection IP55

Applicable Standard EN 61439



Electrical 
Certifications 
and 
Accreditations



Certification – Schneider Electric Panel 
BuilderPanel Builder Premier Plus
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Schneider Electric Romania certifies that
VOLTER SRL

located at Bulevardul Bucovina, No. 97, Gura Humorului, Romania,
has the status of

Schneider Electric Panel Builder
Panel Builder Premier Plus

The company is familiar with the technical characteristics of Schneider Electric 
products, designs, assembles, tests, and markets electrical distribution panels, 
integrating Schneider Electric electrical devices.

*The official certification document is presented adjacent.



For details and preliminary discussions, please contact us through 
the following communication channels:

Headquarters:
Bulevardul Bucovina 97, Gura Humorului

Phone: +(40) 230.234.200
Email: office@volter.ro
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CONTACT
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